








Note:
Stem adaptors available for  direct mounting. 

ABZ SERIES 228

MODEL

 K L
ABZ40 0.378 0.568
ABZ80 0.503 0.755
ABZ130 0.503 0.755
ABZ200 0.503 0.755

DIMENSIONS



ABZ-2500SR
Supply Air Spring Start Run Spring End Air Start Run Air End

60-PSI 6000 2500 3480 9854 4000 5612
80-PSI 9080 3950 5520 12258 4750 6403

ABZ-3500SR      
Supply Air Spring Start Run Spring End Air Start Run Air End
60-PSI 12000 5000 6900 19700 8000 11200
80-PSI 18100 7900 11000 24500 9500 12800

ABZ SERIES 228 SCOTCH YOKE STYLE
SPRING RETURN CLOCKWISE (inch pounds)

ABZ-2500SR
Supply Air Spring Start Run Spring End Air Start Run Air End

60-PSI 6240 2330 2760 7522 4160 6000
80-PSI 7800 3600 4200 9500 5110 6432

ABZ-3500SR      
Supply Air Spring Start Run Spring End Air Start Run Air End
60-PSI 12400 4600 5410 15000 8200 12000
80-PSI 15600 7200 8400 19000 10200 12800

ABZ SERIES 228 SCOTCH YOKE STYLE
SPRING RETURN COUNTER-CLOCKWISE (inch pounds)

ABZ-2500DA   
Supply Air 0 degree Min 90-degree

60-PSI 13334 6667 11610

80-PSI 17778 8890 15483

100-PSI 22223 11110 19350

ABZ-3500DA   
Supply Air 0 degree Min 90-degree

60-PSI 26650 13330 23200

80-PSI 35550 17750 30960

100-PSI 44440 22200 38700

DOUBLE ACTING TORQUE CHART (inch pounds)



Model
 Weight   Volume  Cycle Time

 (pounds)  (cu.in per 90-deg.)   (sec. per 90-deg.)

 DA SR CW CCW CW CCW
ABZ-2500 98 137 525 310 5 5
ABZ-3500 125 195 650 585 9 9
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